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Under hood cleaning using high pressure hoses or steam 
cleaners should not be carried out. The electronic control 
module connections and fuse boxes can be damaged by 
indiscriminate use of high pressure cleaning equipment.

Vehicle Storage

Recommendations

If your vehicle is not to be used for periods in excess of three 
months it should be stored in a dry, well ventilated building.

1. Drive your vehicle for a sufficient distance to warm the 
oil in the engine and the transaxle; this ensures complete 
lubrication of the internal components.

2. Check the engine coolant level. Top up if necessary with 
the correct antifreeze / water solution.

3. In order to take the weight off the tires, raise the vehicle 
with a jack and place supports under the front and rear 
suspension.

4. If the vehicle is not raised from the ground, increase the 
tire pressures to 50 psi (3.4 bar / 340 kpa). Cover the tires 
to exclude any light. Rotate the wheels ¼ turn every 
month to avoid tire flat spots.

5. Volante only.
Raise the convertible roof.

6. If mains power is available, connect and switch on the 
battery conditioner to maintain the battery in a fully 
charged state. If mains power is not available, press the 
battery disconnect switch to reduce quiescent drain to a 
minimum.

These recommendations apply to new and pre-owned cars 
either in Dealer or Customer ownership.

Do not leave the convertible roof in the lowered (folded) 
position for longer than necessary. In certain circumstances 

permanent soiling along folds may occur.
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1 Disconnect the battery conditioner or connect the 
battery by pressing the battery reconnect switch. 

2 Start and run the engine until it is fully warmed up.
3 Check there are no fluid leaks.
4 Switch off the engine.
5 Connect the battery conditioner or press the battery 

disconnect switch.
6 Check and correct tire pressures if necessary.

When returning the vehicle to normal service, set the tire 
pressures to normal specification before driving on the road.

Extended Storage
For storage periods exceeding six months the following 
measures are recommended;

1. Run your vehicle until there is as small a quantity of fuel 
in the tank as is practical for storage purposes.

2. Add engine oil to remaining fuel in the tank to ensure a 
concentration of 2% (i.e. 20ml per 1 litre of fuel), then 
run engine for not less than ten minutes to circulate 
mixture thoroughly through the entire fuel system.

3. Inspect rubber connections of coolant system and have 
them renewed if necessary.

4. Wash bodywork of vehicle thoroughly and repair any 
paint blisters or patches of corrosion in order to prevent 
any further deterioration. 
Apply a suitable polish.

5. Clean carpets and upholstery thoroughly. Treat all leather 
upholstery with an application of a leather conditioner or 
preservative.

6. If the storage building is dry leave vehicle windows 
slightly open. If there is any tendency towards dampness 
close vehicle doors and windows and place an anti-
moisture compound such as Silica desiccant bags in an 
open metal container inside vehicle. 

7. Cover vehicle with a cotton or fabric cover.

Do Not Drain Fuel System.
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